PENNY STOCKS: RULES, REGULATIONS & REQUIREMENTS

1. DRIVER & SAFETY REQUIREMENTS:

A. All drivers must be at least 14 years of age unless competed in Go-Karts for 1 year otherwise can start at age 13. NO new drivers over the age of 19 shall enter this class after finish of 2008 race season.
B. Must show legal proof of age (birth certificate) if minor. Must have signed, notarized "Parental Consent Release and Waiver of Liability, Assumption of Risk, and Indemnity Agreement" on file at TMS before a minor is allowed on the track.

C. All cars must have racing seat with a headrest. Racing Seat must be fastened to roll-cage, not just bolted to floorboards. Aluminum seats only.

D. Five point safety belts sub-belt, shoulder harness required. No homemade belts. Safety belts must be securely mounted to the roll cage. Saftey belts should not be more than two years old.
E. Helmet rated SA95 or better with full face shield or goggles. NO SA90 HELMETS !

F. Full size (minimum of 16"x20") driver-side window net required. No string type net allowed. Window net must be mounted so that the latch is at the front top of window.

G. SFI approved full fire suit of flame retardant nature must be worn.

H. Fire retardant neck brace, gloves and shoes are required. Fire retardant head sock is highly recommended, but not required.

I. Roll bar padding is required on all roll bars in driver compartment (Fire retardant padding is recommended).

J. Kill switch required to be marked clearly ON and OFF and within easy reach of the driver.

K. Fully charged, Dry chemical or CO2 Fire Extinguisher is mandatory in pit area or securely mounted in car within reach of driver. (Fire Extinguisher must be 2-1/2 lb. minimum).
L. If there are fewer than 8 cars in this class in any given race night, this class will run with Sport Stocks, but will have separate pay, points, and awards.
2. COMPETING MODELS:

A. Stock American or foreign made rear wheel drive passenger cars or trucks with factory steel tops. No convertibles, 4-wheel drives, or rear engines. Sunroofs and T-tops must be reinforced or enclosed.

B. Car must weigh at least 2200 lb.

3. ENGINE & CARBURETOR:

A. 2600cc Max... Four Cylinder Engine

B. Engine must be stock for make and model.

C. Motor mounts on engine and chassis must be in original stock location.

D. Must have stock intake. Must have stock exhaust manifold. Exhaust must extend to rear edge of rear footwell with a minimum of two exhaust hangers for support. Headers are not allowed.

E. All cars must run an OEM stock unaltered two barrel carburetor. Note: carburetor can be claimed for $50.00.

F. Mufflers are mandatory and must have same size outlet as inlet. No gutting.

G. No fuel injection of any kind.

4. BODIES:

A. Cars must have full bodies including hood, fenders, deck lid, and bumpers. Unibodies must be tied front frame to rear frame.

B. Bodies must be steel and remain strictly stock for year, make, and model. No chopping, channeling, shortening, or sectioning permitted. Only the driver's door and passenger's side door may have the inner panels removed.

C. Truck bed must be enclosed with a tono cover and may have a 12 inch spoiler near tailgate. No wider than tailgate.

D. The original cowl, radiator support (can be gutted), complete floorboards and truck floors must remain intact with all unnecessary holes covered. No holes in hood. Must have a minimum of (6) 1/2" drain holes, drilled under and around fuel cell to allow spilled fuel to escape. Hoods and trunk lids may NOT be gutted. Front firewall must be stock, unaltered in stock location. (If a previously registered car has already been gutted in locations that have been changed, a driver may request special consideration, but must request consideration the first race car is driven at TMS).
E. A metal firewall must separate the driver from the trunk area.

F. Inner front fender wells may be removed.

G. Fenders and quarter panels may be trimmed at the wheel openings for clearance of tires (MAX 4"), from original opening. No sharp edges exposed.

H. Doors must be welded or bolted shut at all times. Hoods and deck lids must be securely fastened with pins.

I. Head and tail light openings must be covered.

J. Hub caps, wheel weights, outside chrome, outside door handles, upholstery, all glass, and mirrors must be removed.

K. Must have a minimum of 3 windshield bars in front of driver's area. Maximum spacing of 4".

L. Rub rails no bigger than 1" flush with body, from fender well to fender well, and painted to match car. Full screen covering recommended.

M. Bumpers must be stock and in stock location. Front and rear bumper capped to fender. No external re-enforcement or extensions.

N. Hook up chains must be securely fastened, front and rear, for tow truck accessibility.

O. No missing or severely damaged sheet metal allowed.

P. No interior tinning allowed. No enclosing of passenger side or under body.

Q. No after market tail pieces, spoilers or hood scoops.

5. RADIATORS:

A. Any radiator may be used, but must be mounted in front of engine.

B. Radiator protectors permitted, a 2" o.d. Maximum. No more than 4" in front of radiators stock location.
C. No misting or sprinkling devices.
6. ELECTRICAL:

A. No transmitting or listening devises permitted in car. No electronic monitoring computer devices capable of storing or transmitting information. Tachometer is permitted.

B. Battery must be securely fastened behind driver in trunk or bed area. Must be secured in a marine type metal or plastic container.

C. Kill switch mandatory on left side or center of dash to be labeled ON and OFF.

D. All cars must be self starting. Vehicles must start under their own power and be running when leaving the pit area for each race.

E. No digital gauges, electronic traction control devices, or adjustable control boxes allowed.

F. Stock distributors only.

G. Stock ignition boxes. Stock GM ignition modules must be purchased from the track.

7. FUEL & FUEL SYSTEM:

A. Race gas is NOT permitted. Gasoline only, 93 Octane Maximum.
B. Fuel cells are mandatory. Maximum of 22 gallons. Must be securely mounted in trunk of car and strapped four ways with metal straps, 1’ wide by 1/8’ thick. Fuel cell must be enclosed in metal container. Truck fuel cells must be mounted in bed between wheel wells. Fuel cells that are below trunk level must have a minimum of two .125 inch thickness solid steal straps that are 2" wide around entire fuel cell.

C. No outside fillers. Track officials must approve all fuel cells.

D. Stock gas tank must be removed.

E. No plastic fuel lines. Fuel lines through driver's compartment must be in steel pipe or conduit.

F. No fuel filters allowed in driver compartment. Only one standard fuel filter is allowed between the fuel cell and carburetor.

G. No performance enhancing additives. Penalty: for illegal fuel will result in a loss of season points, 30 day suspension and a $200.00 fine.

H. Check-value is required in fuel cell.

8. STEERING, CHASSIS, SUSPENSION, REAR AXLE, TRANSMISSION:

A. Transmission must have reverse gear and all forward gears. Driver must be able to engage car in gear and move forward & backwards while motor is running. Must be able to shift without adjusting seat belt.

B. Must have scatter shields with standard transmissions & blanket for automatic transmissions. Must be placed between floorboard and transmission. Must be approved by track officials.

C. No transmission or oil coolers mounted inside of car.

D. Drive-line loop required. Must be located within 12" of front universal joint.

E Drive shaft must be painted white.

F. Locked rear ends are required. Bearing retainers must be tack welded. Note any axle loss due to failure to tack weld the axle will result in a $50.00 fine.

G. Front and rear suspensions must be of original type with no modifications.

H. Original shocks may be replaced with heavy duty shocks or racing shocks in original mount. No air shocks allowed. Only one shock per wheel is permitted. Note: Shocks can be claimed for $25.00. (See claiming rules and procedures). Struts are not claimable.

I. Quick steers are allowed.

J. Standard OEM single disk clutch and Fly wheel only.

9. CAGE & ROLL BARS:

A. 6-point type cage is required. Must be frame mounted in at least six places and angled braced. Gusting may be required.

B. Main Roll Cage and Door Bar tubing must be a minimum of 1 ¾ " o.d. and a minimum of .095 wall thickness. All other tubing may be 1 ½”. Roll cage bars subject to maximum of 3/16" hole drilled to check thickness of tubing. 
C. Bars must be bolted or welded to frame to the satisfaction of track officials.

D. Three horizontal door bars of at least 1 3/4" o.d. tubing located at approximately seat height, running from front roll-bar to rear roll-bar. Must be installed on driver’s side of the car; Three horizontal bars on passenger side (see diagram). Ladder type bracing is required on horizontal bars on driver’s side. An additional bar must be welded to the top of the roll cage running from left side to right side, front to rear diagonally. A horizontal bar must be installed between the front two vertical bars at dash height.

E. Unibody cars that have no frame which to attach roll bars, must use steal plates 6" x 6" by 3/16" thick and a backing plate under the floorboard of the same size.

F. No water pipe allowed

G. Roll-bars in driver's area must be padded.

10. TIRES & WHEELS:

A. D.O.T street tire NOT exceeding 6" wide must be used. No aggressive mud tread are allowed. No Recaps, No Hoosier tires.

B. Steel wheels only, 6" max width. Stock type wheels must be reinforced on right side. No extreme bead racing wheels.

C. No bead locks of any type or re-enforcing bead.

D. No softening, conditioning, siping or grooving of tires permitted.

11. BRAKE:

A. Must have 4 hydraulic brakes in good operating condition.

B. No shut-off valves or bias valves of any kind.

12. IDENTIFICATION:

A. Car must be colorfully painted.

B. Car must have an officially assigned number on both side doors and roof. Roof number must be able to be read right-side-up in Announcers Booth.
C. Numbers must be legible in all light conditions, and have contrasting colors from body. Rear deck numbers are optional.

D. Numbers must be at least 15 " high and 3" wide. No letters permitted for scoring purposes.

 

